
FISCHER
ELEKTRONIK Measurement and Testing Technology

Powder Electrode

PE 01
for measurement of volume resistance of powdered specimen

4 specifically for the measurement of powdered specimen

4 Diameter of 50 mm measuring area

4 Measuring surface 19,6 cm ²

4 maximum stack height 80 mm
5 124 Range 10 -10  ohm at 100 V test voltage

4 Maximum measuring voltage: 500 V

4 Weight of the inner electrode 2000 g

4 Connection via BNC and 4 mm laboratory plug

4 The base plate is removable for cleaning.

4 For extremely high-impedance measurements in noisy 

environment, the measuring system optionally be 

expanded with a shield or screen chamber.

The powder electrode PE01 for the measuring 

of high-ohm volume resistances at pulverized 

specimen.

  

A simple contact and a clear test set to 

facilitate the implementation of the 

measurement.

H.-P. FISCHER ELEKTRONIK GmbH & Co. 
Industrie- und Labortechnik KG
Karl-Metten-Ring 1
D-15749 Mittenwalde

Tel.:  +49 (0)33764 25560
Fax:  +49 (0)33764 255625
Email: info@fischer-messtechnik.de
Internet: www.fischer-messtechnik.de©

 2
0

0
9

 F
IS

C
H

E
R

 E
L

E
K

T
R

O
N

IK
 T

e
ch

n
is

ch
e

 Ä
n

d
e

ru
n

g
e

n
 u

n
d

 I
rr

tü
m

e
r 

vo
rb

e
h

a
lte

n
. 
E

L
3

5
W

E
0

2
.C

D
R

Milli- TO3 optional
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